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1. Introduction

To get the best out of your new appliance, please read this user guide carefully before using it for the
first time. Take particular note of the safety precautions. We also recommend that you keep the
instructions for future reference, so that you can remind yourself of the functions of your appliance.

2. About the Phototherapy unit

2.1 Intended use

Phototherapy unit is intended to make people feel more energetic, to adjust circadian rhythms and to
provide relief from the winter blues. Medical intended use of this appliance is to treat winter depression
or SAD (seasonal affective disorder). Treatment of SAD must always take place under medical
supervision.

When the hours of daylight are noticeably decreased in autumn and people increasingly stay inside, the
effects of a lack of light may cumulate. This is often described as “winter depression”. The symptoms
can present themselves in a number of ways:

Imbalance

Subdued mood

Lack of energy and listlessness

Generally feeling under the weather

Need for more sleep

Loss of appetite

Difficulty concentrating

The cause of these symptoms is the fact that light, particularly sunlight, is essential for life and has a
direct effect upon the human body. Sunlight indirectly controls the production of melatonin, which is
released into the blood only in darkness. This hormone tells the body when it is time to sleep. In the
months when there is less sunlight, therefore, production of melatonin increases. This makes it harder
to get up in the morning, since the body’s functions are shut down. If you use the Phototherapy Unit
immediately after waking up in the morning—thus as early as possible—you can end the production of
melatonin so that your mood takes a positive turn. In addition, light deficiency also hinders production
of the happiness hormone serotonin, which decisively affects our well-being. So application of light
involves quantitative changes in hormones and neurotransmitters in the brain, which can affect our
level of activity, our feelings and our well-being. Light can help reverse this hormone imbalance. To
compensate for such a hormonal imbalance, the brightlight creates a suitable replacement for natural
sunlight.

In the medical field, Phototherapy Unit are used to compensate for the effects of a lack of light.
Phototherapy Unit simulate or as a preventative measure. Normal electric light is not sufficient to
influence the hormonal balance. Because in a well-lit office the illLuminance level amounts to just 500
Lux.



2.2 Contraindications

The following conditions may be contraindications for use of this appliance:

o Suffer(ed) from severe depression

¢ Recent eye surgery or a diagnosed eye condition for which your doctor advised you to avoid bright light
» Use of photo-sensitising medications (e.g. certain antidepressants, psychotropic drugs or malaria
tablets)

¢ Use of medication such as pain relievers, antihypertensives or antidepressants

¢ Had retinal diseases as well as diabetics

If any of the above conditions apply to you, always consult your doctor before you start using the
appliance.

2.3 Possible side effects

Possible adverse reactions to light from this appliance are relatively mild and of a transient nature.
They may include:

¢ Headache

¢ Eyestrain

¢ Nausea

Measures to avoid, minimize or alleviate these adverse reactions:

e Increase the treatment distance and do not look into the light directly

¢ Always use the appliance in a well-lit room

¢ Stop using the appliance for a few days to make the side effects disappear and then try again.

2.4 Included in delivery
¢ Phototherapy Unit

¢ USB cable

e Operating instructions



3. Signs and symbols
The following symbols appear in these instructions or on the device.
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4. Notes
Please read these instructions for use carefully and keep them for later use, be sure to make them
accessible to other users and observe the information they contain.

Safety notes

&Warning

¢ The light of the Phototherapy Unit is only intended for use on the human body.

* Before use, ensure that all packaging materials are removed and that there is no visible damage to
the device or accessories. When in doubt, do not use the appliance and contact your dealer or the
customer service address provided.

¢ Also ensure that the Phototherapy Unit has a firm footing.

¢ Do not subject the equipment to heavy shocks to avoid risk of damage to the lamp.

e Connect the appliance only to the mains voltage listed on the type plate; Check if the voltage indicated
on the equipment corresponds to the local mains voltage before you connect the equipment to avoid risk
of electrocution or permanent damage to the equipment.

o If the wall socket used to power the equipment has poor connections, the plug of the equipment
becomes hot. Make sure you plug the equipment into a properly installed wall socket to avoid the risk of
fire and burns.

e Water and electricity are a dangerous combination. Keep the appliance dry and away from water. Do
not dip the device into water.

Do not use it in wet surroundings (e.g. in the bathroom or near a shower

or swimming pool].

¢ Do not use it in the vicinity of people who are helpless, children under age 3 or people who are
insensitive to heat (people with skin lesions due to illness); do not use after taking painkillers or drugs
or drinking alcohol.

 Keep children away from packaging materials (risk of suffocation).

e The USB cable of the appliance must be placed in a proper way, which the risk of stumbling or
strangulation is completely excluded.

¢ Do not cover up or pack away the appliance while it is warm.

¢ Always unplug the appliance after use and in case of a power failure to avoid risk of damage to the
equipment, and allow the device to cool down before touching it.

¢ Do not touch the appliance with wet hands while it is plugged in; do not allow any water to be sprayed
onto the appliance. The appliance must be operated only when it is completely dry.

e Ensure that you only insert and remove the mains part with dry hands and that you only touch the
ON/OFF button with dry hands.

e Keep the mains cable away from hot objects and naked flames.

*Do not leave the appliance unattended when it is switched on to avoid the risk of fire or burns.

*This appliance is not intended for use by persons with reduced physical, sensory or mental capabili-
ties, or lack of experience and knowledge, unless they have been given supervision or instruction
concerning use of the equipment to avoid the risk of fire or burns.
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*This appliance is not intended for use by children. Children should be supervised to ensure that they
do not play with the equipment to avoid the risk of fire and burns.

¢ Protect the appliance from strong impacts.

¢ Do not pull the mains part out of the socket using the mains cable.

¢ Do not use the appliance if it shows signs of damage or does not function properly. In these cases,
contact Customer Services.

e If the mains connection cable of this appliance is damaged, it must be disposed of. If it cannot be
removed, the appliance must be disposed of.

¢ Disconnection from the power supply network is only guaranteed when the mains part is unplugged.
¢ Do not use the appliance in the presence of flammable anaesthetic gas connections with air, oxygen or
nitrogen oxide.

e Lint, dust, light (including sunlight) and other effects on the product is very small, only need to do
daily cleaning.

*The effect of our product to pets, pests or children is minimal.

¢ No calibration and no preventative checks or maintenance is to be carried out on this device.

e The appliance should not be maintained or modified during use.

¢ Please do not attempt to open or repair the device yourself to avoid serious injuries.

¢ Do not make any changes to the appliance without the manufacturer’s permission.

o If the performance of the device changes, it should be discontinued and an authorized dealer or
manufacturer should be contacted. (Such as: LED flashing, brightness reduction, LED not bright)

o If the appliance has been changed, thorough tests and checks must be carried out to ensure the
continued safety of further use of the appliance.

¢ Do not use parts not mentioned in the instructions and equipment not mentioned.

e The appliance may not be connected to other appliances not mentioned.

e The Phototherapy Unit is household medical equipment, where the patients is an intended operator.
The operator is not allowed to disassemble, repair or perform any kind of maintenance on their own.
e The materials in contact with human body have good chemical stability and do not contain harmful
substances. All materials are in line with EU RoHS and REACH standards. These materials have been
widely used in household appliances and will not cause biocompatibility problems and irritability.



General notes

A Important

¢ Please do not use if you have an eye disease such as cataracts, glaucoma, diseases of the optic nerve
in general and inflammation of the vitreous humour.

o If you have health concerns of any kind, contact your general practitioner!

* Before you use the device for the first time, remove all packaging materials.

e Light sources are excluded from the guarantee.

Repairs

A Important

¢ Do not open the appliance. Please do not attempt to repair the device yourself. This could result in
serious injuries. Failure to observe this regulation shall void the warranty.

* MANUFACTURER provide repairing service, If you need repair service, contact the manufacturer or an
authorised dealer.

¢ Non-professional operators or non-professional responsible organizations, please contact the
manufacturer when using and maintaining the equipment.

Contact the manufacturer when an unexpected operation or event occurs.

5. Device description Overview

(1) Illumination screen

(2) Rear of the device housing

(3) Holder

(4) ON/OFF (Touch switch, and Red power indicator light)
(5) USB TYPE-C port

(6) Time indicator LED
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6. Initial use
Take the device out of the plastic wrapping. Check the device for damage or faults. If you notice any
damage or faults on the device, do not use it and contact customer services or your supplier.

Positioning the device

Place the device vertically on an even surface. The position should be chosen to ensure a distance of
between 10 cm and 20 cm between the user and the device. The lamp is most effective at this distance.
Mains connection

¢ To prevent possible damage to the device, the Phototherapy Unit must only be used with the mains
part described here.

e Insert the mains part into the connection provided for this purpose on the side of the Phototherapy
Unit. The mains part must only be connected to the mains voltage that is specified on the type plate.

o After using the Phototherapy Unit, unplug the mains part from the mains socket first and then
disconnect it from the Phototherapy Unit.

N

e Ensure that there is a socket near the place where the lamp will stand.
e Lay the mains cable in such a way that no one can trip over it.

7. Operation
/ 1 Connect the USB cable to the device and power supply; Check whether the switch position \
indicator light is red.
2 Open the holder till it locked, the device is used vertically.
3 Standby mode:

The phototherapy unit WL21 indicates your current treatment time with the aid of
3 LEDs. When the device is connected to the power source using the USB cable,
all LEDs will briefly light up for 3 seconds. The on/off switch will light up
indicating the lamp is now standby.

Switching on the device:

Under the standby mode, presses the touch switch to turn on the device. At the
same time, the first LED will light up indicating the treatment duration between
0~30 minutes. After 30 minutes of treatment, the second LED will light up to
indicate treatment duration between 30~45 minutes. After 45minutes, the third
LED will light up to indicate the treatment duration between 45~60 minutes. The
recommended treatment time will end after 60 minutes, the LEDs and device
goes out automatically. The device is still under standby mode until the USB cable
is disconnected from the power source.

- )




Adjusting the brightness and Switching Off the device during your treatment:
The brightlight illuminates to the same level of brightness during the 60minutes
treatment time. You can press the on/off switch once to adjust the brightness to
80%. You can press the on/off switch twice to adjust the brightness to 60%.
Pressing the on/off switch for the third time will turn off the device.

Enjoying the light

Sit as close as possible to the lamp, between 10 cm and 20 cm. You can go about your normal
activities while using it. You can read, write, make telephone calls, etc.

« Every so often, briefly look directly into the light, since the effect results from the eyes/ retina
receiving the light.

¢ Use the daylight therapy lamp as often as you want. However, the treatment is at its most
effective if you carry out the light therapy according to the prescribed time period of at least 7
successive days.

* The most effective time of day for the treatment is between 6 am and 8 pm and we
recommend that it is used for 2 hours per day.

* Do not look directly into the light the whole time you are using it, however, since that could
lead to overstimulation of the retina.

e Start with shorter periods of illumination, which you increase over the course of a week.

Note:
Eye aches and headaches may arise after the first times using the lamp. These will go away in
later sessions, as the nervous system will become accustomed to the new stimulation.

Important instructions
When using the lamp at maximum brightness, maintain the recommended distance of 10 - 20
cm between your face and the lamp. The duration of the application depends on the distance:

Lux Distance Application duration
10.000 approx. 4 inches, 10 cm 0,5 hour
5.000 approx. 6 inches, 15 cm 1 hour

2.500 approx. 8 inches, 20 cm 2 hours

Basically, the closer you are to the source of light, the less time you should use it.

Enjoying light over longer periods
Repeat your use of the lamp in the dark seasons for at least 7 successive days, or even longer,
depending on your individual needs. If possible, conduct the treatment in the morning hours.

CAUTION!

The lamp switch off Manually Or Automatically, unplug the mains part from the mains socket.
The light remains hot after use. Let the lamp cool off first, long enough before you put it away
and/or pack it up!




8. Cleaning and care of the device
Clean the appliance before and after use with a dry or slightly damp cloth.

A Important

¢ Ensure that no water penetrates inside the device!

Before you clean the device, always switch it off, unplug it and let it cool off.

*Do not wash the device in a washing machine!

Use a slightly damp cloth to clean the device.

*Do not touch the device with wet hands while it is plugged in; do not allow any water to be sprayed onto
the device. The device must be operated only when it is completely dry.

Do not use abrasive detergents and never immerse the device in water.

9. Storage

If you are not going to use the device for an extended period of time, disconnect it and store it in a dry
place, out of the reach of children.

Follow the storage instructions provided in the “Technical specifications” chapter.

10. Disposal

For environmental reasons, do not dispose of the device in the household waste at the end of its useful
life. Dispose of the device at a suitable local collection or recycling point. Dispose of the device in ﬁ
accordance with EC Directive-WEEE (Waste Electrical and Electronic Equipment). If you have any
questions, please contact the local authorities responsible for waste disposal.

11. What if there are problems?

Problem Possible cause Solution

Device On/off button switched off Switch on the on/off button
does not

light up No electricity Connect the mains part properly

No electricity

The mains part is faulty. Contact customer
services or your retailer

LEDs have reached the end of their service
life. LEDs faulty

If you need to have the device repaired,
Customer Services or an authorized dealer




12. Technical specifications

Type

WL21

Input

5V DC (Power source: power bank(5V, 2A); IEC 60601-1 and IEC 60601-1-11
approved adapter/IEC 60601-1 approved class Il adapter (minimum 5V, 2A))

Dimensions (WHD)

200 x 130 x 20.6 mm

Weight

340 g (390 g incl. USB cable)

Lighting elements

LED

Illuminance

10,000 LUX (Distance: approx. 11 cm)

Color temperature of LEDs

6,500 kelvin

Wavelength range

380-780nm

Radiation

Output of radiation beyond the visible spectrum (infrared and UV) is so low
that it is harmless to eyes and skin, complies with the photo biological safety
standard IEC62471-1:2006

Operating conditions

0°C to +35°C, 15 - 90% relative humidity, atmospheric pressure: 700hPa-1060hPa

Storage and transport conditions

-20°C to +50°C, 15 - 90% relative humidity, atmospheric pressure: 700hPa-1060hPa

Expected Service life

2 years(complete machine and part)

Product classification

External power supply, Protection class I

Included in delivery

-

Phototherapy unit, USB cable(USB TYPE-C; Part No: LAWL21170), these
operating instructions

J

Subject to technical modifications

The serial number is located on the device or in the battery compartment.
Brightness: 10,000 Lux (this light intensity value is just for information and regarding IEC 60601-2-83,
this light source is classified as an exempt group).

Safety and compliance

This device meets the requirements of the European Directive 93/42/EEC and 2007/47/EC Medical
Devices as well as the Medical Devices Act.



Electromagnetic compatibility
This device complies with European Standard EN60601-1-2 and is subject to particular precautions with

regard to electromagnetic compatibility. Please note that portable and mobile HF communication

systems may interfere with this device. More details can be requested from the stated Customer Service

address or found at the end of the instructions for use.

13. EMC Information-Guidance And Manufacture’s Declaration
13.1 Declaration - electromagnetic emissions

-

Guidance and manufacturer’s declaration - electromagnetic emissions

\

The Phototherapy unit is intended for use in the electromagnetic environment specified below. The customer or
the user should assure that it is used in such an environment.

Emissions test Compliance Electromagnetic environment - guidance

RF emissions CISPR 11 Group 1 The Phototherapy unit use RF energy only for its internal
function. Therefore, its RF emissions are very low and are not
likely to cause any interference in nearby electronic equipment.

RF emissions CISPR11 Class B The Phototherapy unit is suitable for used in domestic
establishment and in establishment directly connected to a low

. o voltage power supply network which supplies buildings used for

Harmonic emissions Class C domestic purposes.

LEC 61000-3-2

Voltage fluctuations / Not

flicker emissions applicable

LEC 61000-3-3




13.2 Guidance & Declaration - electromagnetic immunity

/Guidance & Declaration — electromagnetic immunity

should assure that It is used in such an environment.

The Phototherapy unit is intended for use in the electromagnetic environment specified below. The customer or the user

Immunity test IEC 60601 test level

Compliance level

Electromagnetic environment
- guidance

+6 kV contact
+8 kV air

Electrostatic
discharge (ESD)
LEC 61000-4-2

+6 kV contact
+8 kV air

Floors should be wood, concrete or
ceramic tile. If floors are covered
with synthetic material, the relative
humidity should be at least 30 %.

Electrical fast
transient/burst
IEC 61000-4-4

+2kV for power supply lines
+1 kV for Input/output lines

+2kV for power supply lines

Mains power quality should be that
of a typical commercial or hospital
environment.’

+1 kV line to line
#2 kV line to earth

Surge
LEC 61000-4-5

+2 kV line to earth

Mains power quality should be that
of a typical commercial or hospital
environment.

<5 % UT (>95% dip in UT.)
for 0.5 cycle

40 % UT (60% dip in UT)
for 5 cycles

70% UT (30% dip in UT)

Voltage dips, short
interruptions and
voltage variations
on power supply
input lines

<5 % UT (>95% dip in UT.)
for 0.5 cycle

40 % UT (60% dip in UT)
for 5 cycles

70% UT (30% dip in UT)

Mains power quality should be that
of a typical commercial or hospital
environment. If the user of the
Phototherapy unit require
continued operation during power

(50/60 Hz) magnetic
field LEC 61000-4-8

IEC 61000-4-11. for 25 cycles for 25 cycles mains interruptions, it is
<5% UT (>95 % dip in UT) <5% UT (>95 % dip in UT) recommended that the
for 5 sec for 5 sec Phototherapy unit be powered from
an uninterruptible power supply or
a battery.
Power frequency 3A/m Not applicable Not applicable

NOTE

-

UT is the a.c. mains voltage prior to application of the test level.




13.3 Gdance & Declaration - electromagnetic immunity concerning Conducted RF & Radiated RF

/Guidance & Declaration - Electromagnetic immunity

The Phototherapy unit is intended for use in the electromagnetic environment specified below. The customer or the user
should assure that it is used in such an environment.

Immunity test IEC 60601 Compliance | Electromagnetic environment - guidance
test level level

Portable and mobile RF communications equipment should be used
no closer to any part of the Phototherapy unit, including cables,
than the recommended separation distance calculated from the
equation applicable to the frequency of the transmitter.

Recommended separation distance

3Vrms 150 kHz 3Vrms 3v 3V
bis 80 MHz 150 kHz to
80 MHz
3V/m 80 MHz 3v/im 3V/m d=1.2xP""2 80 MHz to 800 MHz
to 2.5 GHz 80 MHz to
2.56Hz d=2.3xP'"2 800 MHz to 2.5 GHz

where P is the maximum output power rating of the transmitter In
watts (W) according to the transmitter manufacturer and d Is the
recommended separation distance in meters (m).

Field strengths from fixed RF transmitters, as determined by an
electromagnetic site survey,a should be less than the compliance
level in each frequency range.b

Interference may occur In the vicinity of equipment marked with the
following symbol:

)

NOTE I: At 80 MHz end 800 MHz. the higher frequency range applies.
NOTE 2: These guidelines may not apply in all situations. Electromagnetic propagation is affected by absorption and
reflection from structures, objects and people.

a) Field strengths from fixed transmitters, such as base stations for radio (cellular/cordless) telephones and land mobile
radios, amateur radio, AM and FM radio broadcast and TV broadcast cannot be predicted theoretically with accuracy. To
assess the electromagnetic environment due to fixed RF transmitters, an electromagnetic site survey should be
considered. If the measured field strength in the location in which the Phototherapy unit is used exceeds the applicable RF
compliance level above, the Phototherapy unit should be observed to verify normal operation. If abnormal performance is
observed, additional measures may be necessary, such as reorienting or relocating the Phototherapy unit.

b) Over the frequency range 150 kHz to 80 MHz, field strengths should be less than 3V/m.

J




13.4 Rommended separation distances between portable and mobile RF communications equipment
and the Phototherapy unit

/ Recommended separation distances between \
portable and mobile RF communications equipment and the Phototherapy unit

The Phototherapy unit is intended for use in electromagnetic environment in which radiated RF disturbances is
controlled. The customer or the user of the Phototherapy unit can help prevent electromagnetic interference by
maintaining a minimum distance between portable and mobile RF communications equipment (transmitters) and
the Phototherapy unit as recommended below, according to the maximum output power of the communications

equipment.
Separation distance according to frequency of transmitter (m)
Rated maximum
utput power of 150kHz to 80MHz 80MHz to 800MHz 800MHz to 2,5GHz
transmitter (W) d=1.2xp12 d=1.2xP1'2 d=2.3xP1”2
0,01 0,12 0,12 0,23
0,1 0,38 0,38 0,73
1 1.2 1.2 23
10 3.8 3.8 7.3
100 12 12 23

For transmitters rated at a maximum output power not listed above, the recommended separation distance d in
meters (m) can be estimated using the equation applicable to the frequency of the transmitter, where P is the
maximum output power rating of the transmitter in watts (W) accordable to the transmitter manufacturer.
NOTE I: At 80 MHz and 800 MHz. the separation distance for the higher frequency range applies.

NOTE 2: These guidelines may not apply in all situations. Electromagnetic propagation is affected by absorption
and reflection from structures, objects and people.

- J

13.5 Electromagnetic fields (EMF)

This appliance complies with all standards regarding electromagnetic fields (EMF). If handled properly
and in accordance with the instructions given in this manual, the appliance is safe to use, based on
today’s scientific knowledge.



14. Guarantee Terms

The guarantee does not apply:

1). the above instructions are not followed.

2). the appliance has been interfered with.

3). the appliance has been mishandled, subjected to rough treatment, or has suffered any other form of
damage.

4). faults have arisen because of faults in your electricity supply. Due to the constant development of our
products in terms of function and design, we reserve the right to make changes to the product without
prior warning.

15. Questions And Answers

If you have any questions regarding use of the appliance and cannot find the answer in this user guide,
Please contact us.

You can also see contact details if you need to contact us for technical issues, repairs, accessories and
spare parts.

16. Manufacturer

Taishan Anson Electrical Appliances Co., Ltd.
M Dragon Mountain Industrial Estate, DuanFen,

Taishan City, 529245 Guangdong, P.R.China

Tel: 0750-5366888

Fax: 0750-5366388

E-mail: infots(@anson.com.cn

17. European (EU) Authorized Representative

designedé4inspiration GmbH
ECIREP Feldgasse 34

A-7072 Morbisch am See

We cannot be held responsible for any printing errors.
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1. Einleitung

Bitte lesen Sie sich diese Gebrauchsanleitung vor dem ersten Gebrauch sorgfaltig durch, um eine eine
optimale Anwendung dieses Gerates sicherzustellen. Beachten Sie besonders die Sicherheitshinweise.
Wir empfehlen auch, die Gebrauchsanleitung fiir spatere Fragen aufzubewahren.

2. Uber das Fototherapiegerit

2.1 Verwendungszweck

Dieses Gerat gibt neue Energie, hilft bei Storungen im Schlafwach-Rhythmus und bei
Winterdepressionen.

Kann bei jahreszeitlich-bedingten Depressionen angewendet werden. Behandlung von
jahreszeitlich-bedingten Depressionen muss unter arztlicher Aufsicht stattfinden.

Wenn im Herbst das Tageslicht abnimmt und viele Leute mehr zuhause bleiben, kann der Mangel an
Sonnenlicht negative Auswirkungen haben und zu einer sogenannten ,Winterdepression” fiihren.
Symptome konnen u.a. sein:

¢ seelische Unausgewogenheit

e gedampfte Stimmung

e mangelnde Energie und Unruhe

o Wetterfiihligkeit

¢ erhdhtes Schlafbediirfnis

o Appetitlosigkeit

e Konzentrationsmangel

Licht, vor allem Sonnenlicht, ist lebenswichtig und hat direkte Auswirkungen auf den menschlichen
Korper. Sonnenlicht kontrolliert indirekt die Produktion von Melatonin, das nur bei Dunkelheit in den
Blutkreislauf abgegeben wird. Dieses Hormon sagt dem Kérper, wann es Zeit zu schlafen ist. In den
Monaten mit weniger Sonnenlicht nimmt die Produktion von Melatonin daher zu. Das erschwert das
morgendliche Aufstehen, weil die Kdrperfunktionen noch auf Schlaf eingestellt sind.

Bei Anwendung des Fototherapiegerdts am Morgen direkt nach dem Aufwachen - also so friih wie
moglich - wird die Produktion von Melatonin beendet, was die Stimmung verbessert. Mangel an Licht
verhindert auch die Herstellung des Gliickshormons Serotonin, das unser Wohlbefinden entscheidend
beeinflusst. Zufiihrung von Licht fiihrt zu erhdhten Mengen an Hormonen und Neurotransmittern im
Gehirn, was wiederum unseren Aktivitatslevel, unsere Gefiihle und unser Wohlbefinden beeinflusst.

Licht kann das Hormonungleichgewicht ausgleichen. Helles Licht kann dabei natiirliches Sonnenlicht
ersetzen.

In der Medizin werden Fototherapiegerate dazu benutzt, den Mangel an Licht auszugleichen. Sie
konnen als Simulation oder als praventitive MaBnahmen genutzt werden. Normales elektrisches Licht
reicht nicht aus, um den Hormonhaushalt zu beeinflussen. Die Helligkeit in einem gut-beleuchteten
Biiro liegt nur bei 500 Lux.



2.2 Gegenanzeigen

Gegenanzeigen beim Gebrauch des Fototherapiegerates sind u.a.

e schwere Depressionen

e kiirzliche Augenoperation oder diagnostiziertes Augenleiden, weswegen helles Licht auf arztlichen
Rat hin vermieden werden soll.

e Einnahme von Medikamenten, die zu einer erhohten Lichtempfindlichkeit fiihren, wie z.B. bestimmte
Antidepressiva, wesensverandernde Drogen oder Malariamedikamente

e Einnahme von Schmerzmitteln, Antihypertensiva oder Antidepressiva

¢ Netzhautleiden bei Diabetes

Trifft etwas von dieser Liste auf Sie zu? Dann kontaktieren Sie bitte vor Benutzen dieses Gerates
unbedingt lhren Arzt oder Ihre Arztin.

2.3 Magliche Nebenwirkungen

Mdgliche negative Reaktionen auf das Licht von diesem Gerat sind relativ mild und nur von kurzer
Dauer.

Dazu gehoren

¢ Kopfschmerzen

e miide Augen

o Ubelkeit

Gegenmafinahmen

¢ Stellen Sie das Gerat weiter weg und sehen Sie nicht direkt ins Licht

e Benutzen Sie das Gerat immer in einem gut beleuchteten Raum

e Unterbrechen Sie die Benutzung des Gerats fiir einige Tage, bis die Nebeneffekte nachlassen, und
versuchen Sie es dann noch mal.

2.4 Packungsinhalt

¢ Fototherapiegerat

¢ USB Kabel

e Bedienungsanleitung



3. Zeichen und Symbole

Die folgenden Sybole finden Sie in dieser Anleitung oder am Gerat.

-

Wichtig

beschadigt

Lesen Sie die @ Wichtig
Gebrauchsanleitung
Note
i‘i Warnung! Verletzungs-/ Hersteller
Gesundheitsrisiko M
Warnung
A Warnung! Gert ist @ AUS/AN

Seriennummer

Vor Nasse schiitzen

Erlaubte Temperatur

Vorsicht! Gefahr!

Erlaubte Luftfeuchtigkeit

Bitte entsorgen Sie die

Verpackung umweltgerecht

Q@ || [2

Erlaubter Druck

Das CE Zeichen bestatigt,
dass dieses Produkt die
Anforderungen fiir
medizinische Produkte laut
der Richtlinie 93/42/EEC
erfillt




4. Hinweise
Bitte lesen Sie diese Bedienungshinweise sorgfaltig und heben Sie sie auf. Achten Sie darauf, dass auch
andere Benutzer Zugang zu den Bedienungshinweisen haben und diese befolgen.

Sicherheitshinweise

&Warnung

e das Licht des Fototherapiegerates soll nur fiir den menschlichen Kdrper benutzt werden

e vor Inbetriebnahme alle Verpackungsmaterialen entfernen.

¢ Vergewissern Sie sich, dass es keine sichtbaren Schaden am Gerat gibt. Bei Zweifeln benutzen Sie das
Gerat nicht, sondern kontaktieren Sie den Verkaufer oder den Kundendienst unter der angegebenen
Adresse.

¢ Vergewissern Sie sich, dass das Gerat sicher steht.

e Vermeiden Sie starke Erschiitterungen, die zu Defekten fiihren konnten

e SchlieBen Sie das Gerat nur an die angegebene Voltzahl an.

BEVOR SIE DAS GERAT ANSCHLIESSEN: vergewissern Sie sich, ob die angegebene Voltzahl der Voltzahl
lhrer Stromleitung entspricht. Stromschlaggefahr! Bei nicht passender Voltzahl kann es auch zu
irreparablen Defekten am Gerat kommen!

e Wenn die Steckdose, an die das Gerat angeschlossen wird, eine schwache Verbindung hat, wird der
Stecker heif3. Feuer- und Verbrennungsrisiko! Vergewissern Sie sich, dass Sie das Gerat in eine
vorschriftsmafig installierte Steckdose einstecken.

e Wasser und Strom sind eine geféhrliche Kombination. Halten Sie das Gerat trocken und schiitzen Sie
es vor Wasser. Machen Sie das Gerat nicht naf.

 Benutzen Sie das Gerat nicht in feuchten Ortlichkeiten (im Badezimmer, in der Ndhe von Dusche oder
Pool)

Benutzen Sie es nicht in der Nahe von Personen, die Hilfe benotigen, von Kindern unter 3, von Leuten,
die unempfindlich gegen Hitze sind (Leute mit krankheitsbedingten Hautveranderungen); benutzen Sie
es nicht nach der Einnahme von Schmerzmitteln, Drogen oder Alkohol.

¢ Halten Sie Kinder von Verpackungsmaterialien fern. Erstickungsgefahr!

¢ Benutzen Sie das USB Kabel auf vorgeschriebene Weise, ansonsten Unfallrisiko durch Stolpern oder
Strangulation.

¢ Decken Sie das Gerat nicht ab oder raumen Sie es nicht weg, solange es warm ist.

e Stecken Sie das Gerat nach jedem Gebrauch und bei Stromausfall aus, um Defekte am Gerat zu
vermeiden. Lassen Sie das Gerat abkiihlen, bevor Sie es anfassen.

¢ Fassen Sie das Gerat nicht mit nassen Handen an, wahrend es eingesteckt ist. Spriihen Sie kein
Wasser auf das Gerat. Das Gerat kann nur in ganzlich trockenem Zustand benutzt werden.

¢ Vergewissern Sie sich, dass Sie Gerateteile nur mit trockenen Handen ein-oder ausbauen. Betatigen
Sie den AN/AUS- Schalter nur mit trockenen Handen.

e Legen Sie das Netzkabel nicht in die Ndhe von heiBen Objekten und offenem Feuer

e Lassen Sie das Gerat bei Betrieb nicht unbeaufsichtigt, um Feuer und Verbrennungen zu vermeiden.

@



¢ Dieses Gerat soll nicht von Personen mit kdrperlichen, sensorischen oder geistigen Einschrankungen
und Personen mit fehlender Erfahrung oder Kenntnissen bedient werden, wenn sie nicht beaufsichtigt
werden oder ihnen die Bedienung erklart wurde. Verletzungsgefahr!

¢ Dieses Gerat ist nicht fiir den Gebrauch durch Kinder geeignet. Kein Spielzeug! Kinder bitte
beaufsichtigen. Verletzungsgefahr!

e Schiitzen Sie das Gerat vor Erschiitterungen.

¢ Ziehen Sie den Stecker nicht am Kabel aus der Steckdose.

e Benutzen Sie das Gerat nicht, wenn es sichtbare Schaden oder Funktionsprobleme hat. Kontaktieren
Sie den Kundendienst.

e Wenn das Netzkabel des Gerates beschadigt ist, muss es ersetzt werden. Wenn es nicht entfernt
werden kann, muss das Gerat entsorgt werden.

¢ Das Gerat ist nur dann vom Strom abgeschaltet, wenn das Gerat ausgesteckt ist.

¢ Benutzen Sie das Gerat nicht in der Nahe von brennbarem Andasthesiegas in Verbindung mit Luft,
Sauerstoff oder Stickoxid

e Fussel, Staub, Licht (auch Sonnenlicht) usw. haben nur minimale Auswirkungen auf das Gerit.
Normale tagliche Reinigung ist ausreichend.

e Auswirkung auf Kinder oder Haustiere ist minimal

e Kalibrierung, vorbeugende Kontrollen und Reparaturen sollten NICHT durchgefiihrt werden

¢ Dieses Gerat kann nicht modifiziert werden.

¢ Dieses Gerat kann nicht repariert werden. Offnen Sie das Gerit nicht und versuchen Sie nicht, es zu
reparieren. Verletzungsgefahr!

* Nehmen Sie keine Anderung am Gerit ohne Erlaubnis des Herstellers vor.

» wenn das Gerit Auffalligkeiten (LED blinkt, Helligkeit nimmt ab, LED nicht hell) beim Betrieb zeigt,
sollte es abgeschaltet werden.

Kontaktieren Sie den offiziellen Kundendienst oder den Hersteller.

e wenn das Gerat modifiziert wurde, muss es griindlich getestet werden, um eine gefahrlose
Wiederinbetriebnahme sicherzustellen.

¢ Benutzen Sie keine Teile, die nicht in der Bedienungsanleitung stehen.

¢ Das Gerat kann nicht an andere Gerate angeschlossen werden, sofern nicht in der
Bedienungsanletung erwahnt

Das Fototherapiegerat ist ein medizintechnisches Gerat fiir den privaten Gebrauch. Der Patient bedient
das Gerat. Das Gerat darf nicht auseinandergebaut oder repariert werden.

¢ Die Materialien, die in mit dem menschlichen Korper in Kontakt kommen, beinhalten keine
gefahrlichen Stoffe. Alle Materialien entsprechen den EU Standards RoHS und REACH. Diese
Materialien werden weitldufig in Haushaltsgeraten benutzt und verursachen keine biokompatiblen
Probleme und Reizungen.



Allgemeine Hinweise
Wichtig

¢ Gerat nicht benutzen bei Augenleiden wie grauer Star, griiner Star, generellen Erkrankungen des
Sehnervs und Entziindung des Glasnervs

« Bei gesundheitlichen Bedenken jeder Art bitte lhren Arzt /Ihre Arztin kontaktieren!

e Vor Inbetriebnahme des Gerates bitte alle Verpackungsmaterialien entfernen.

e Lichtquellen sind von der Garantie ausgeschlossen.

Reparaturen

AWichtig

« Offnen Sie das Gerit nicht. Versuchen Sie nicht, das Gerat alleine zu reparieren. Verletzungsgefahr!
Bei VerstofB verfallt die Garantie.

e Fiir Reparaturen nutzen Sie bitte den Reparaturservice des Herstellers oder kontaktieren Sie den
Verkaufer.

e Ungeschulte Personen oder Organisationen wenden sich bei Fragen an den Hersteller

bei Storungen kontaktieren Sie den Hersteller

5. Produktbeschreibung
(1) Leuchtschirm

(2) Riickseite des Gerates

(3) Stander

(4) Ein/Aus Schalter (Touchschalter und rote Statusanzeige)
(5) Netzanschluss ((USB TYPE-C, Nummer: LAWL21170)

(6) Zeitanzeige LED
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6. Erste Inbetriebnahme

Entfernen Sie die Plastikverpackung. UberpriifenSie das Gerit auf Defekte und Schaden. Im Falle von
Defekten und Schaden benutzen Sie das Gerat nicht. Kontaktieren Sie den Kundendienst oder den
Verkaufer.

Aufstellen des Gerites

Stellen Sie das Gerat aufrecht auf eine ebene Flache. Optimale Wirksamkeit bei einer Entfernung von
10 - 20 cm zwischen Gerat und Benutzer.

Anschluss ans Netz

e um etwaige Schaden am Gerat zu verhindern darf das Fototherapiegerat nur mit dem hier
beschriebenen Netzkabel benutzt werden

e Stecken Sie das Netzkabel in die dafiir vorgesehene Verbindung an der Seite des Fototherapiegerates.
Das Kabel darf nur an die auf dem Typenschild angegebene Voltzahl angeschlossen werden

e Nach Benutzung bitte das Netzkabel zuerst aus der Steckdose und dann bitte aus dem
Fototherapiegerat ausstecken

AHinweis

o Stellen Sie das Gerat in die Nahe von einer Steckdose
e Legen Sie das Netzkabel so, dass es keine Stolpergefahr darstellt

7. Bedienung
/ 1 Stecken Sie das USB-Kabel ins Geréat und schlieBen Sie es an den Strom an. \
Die Statusanzeige muss rot sein.
2 Klappen Sie den Stander aus, bis er einrastet. Das Gerat wird in aufrechter Position genutzt.
3 Standby

Beim Fototherapiegerdat WL21 zeigen drei LED Ihre momentane Behandlungsdauer an. Wenn
das Gerat angeschlossen wird, leuchten fiir drei Sekunden alle LED-Anzeigen auf. Der
An/Aus-Schalter leuchtet auf, um anzuzeigen, dass das Gerit nun betriebsbereit ist.

Anschalten

In Standby driicken Sie den Schalter. Gleichzeitig leuchtet die erste LED-Anzeige auf (fiir 0- 30
Minuten Behandlungsdauer). Nach 30 Minuten leuchtet die zweite LED-Anzeige auf (fiir 30 - 45
Minuten Behandlungsdauer). Nach 45 Minuten leuchtet die dritte LED-Anzeige auf (fiir 45 - 60
Minuten Behandlungsdauer).

Die empfohlene Behandlungsdauer endet nach 60 Minuten. Die LED-Anzeigen erldschen und
das Geréat geht wieder in Standby. Das Gerat bleibt in Standby, bis das Kabel ausgesteckt wird.

Helligkeit einstellen und Gerat wahrend der Behandlung ausmachen
Die Helligkeit bleibt wahrend der gesamten Behandlung (60 Min) gleich.
Auf 80% einstellen: Ein/Aus-Schalter EINMAL driicken

Auf 60% einstellen: Ein/Aus-Schalter ZWEIMAL driicken

Schalter DREIMAL driicken: das Geréat wird ausgeschaltet.




Das Licht geniefien

Sitzen Sie so nah wie mdglich vor der Lampe (10 - 20 cm entfernt).

Sie konnen wiahrend der Behandlung lhre normalen Arbeiten (lesen, schreiben, telefonieren
usw.) verrichten.

Sehen Sie abundzu direkt ins Licht. Das Licht ist nur effektiv, wenn es es direkt in die
Augen/auf die Netzhaut fallt.

Sehen Sie NICHT standig direkt ins Licht, da das die Netzhaut libermaBig stimulieren konnte.
Benutzen Sie das Fototherapiegerat, so oft Sie wollen. Optimaler Behandlungseffekt nach
mindestens sieben Tagen kontinuierlicher Anwendung

Empfohlene Tageszeit: zwischen 6 und 20 Uhr

Empfohlene Anwendungsdauer: 2 Stunden pro Tag

Am Anfang: kiirzere Anwendungsdauer, dann im Laufe einer Woche stetig steigern.

Hinweis: nach den ersten Anwendungen kann es zu Augenschmerzen und Kopfschmerzen
kommen. Diese verschwinden nach mehreren Anwendungen, sobald sich das Nervensystem an
die Stimulierung gewdhnt hat.

Wichtig
Bei maximaler Helligkeit sollte die Lampe immer 10 - 20 cm von lhrem Gesicht entfernt sein.
Die Anwendungsdauer hangt von der Entfernung ab:

Lux Entfernung Anwendungsdauer
10.000 ca. 10 cm 30 Min

5.000 ca.15¢cm 60 Min

2.500 ca. 20 cm 120 Min

Je naher Sie an der Lampe sitzen, desto kiirzer sollte die Anwendungsdauer sein.

Anwendung iiber langere Zeit
Wiederholung Sie die Behandlung in der dunklen Jahreszeit iiber mindestens sieben Tage
hinweg oder noch ldnger (je nach Bedarf). Falls méglich, benutzen Sie das Gerdt am Morgen.

VORSICHT!

Ausschalten des Gerates: von Hand oder automatisch

Ziehen Sie dann das Netzkabel aus der Steckdose.

Das Licht bleibt auch nach Abschalten noch heif3. Lampe vor dem Wegraumen véllig
abgekiihlen lassen!




8. Reinigung und Pflege des Gerdtes
Reinigen Sie dasGerat vor und nach dem Gebrauch mit einem trockenen und leicht angefeuchteten
Tuch.

AWichtig

¢ Es darf kein Wasser in das Gerat dringen!

¢ Vor der Reinigung muss das Gerat ausgeschaltet und ausgesteckt sein und abkiihlen.

e Das Gerat ist NICHT waschmaschinengeeignet

Reinigen Sie das Gerat mit einem feuchten Tuch.

¢ Fassen Sie das Gerat NICHT mit nassen Handen an, wenn es eingesteckt ist; vermeiden Sie
Wasserspritzer auf dem Gerat. Das Gerat darf nur in absolut trockenem Zustand benutzt werden.
e Benutzen Sie KEINE scharfen Reinigungsmittel

¢ Tauchen Sie das Gerat NIE in Wasser

9. Aufbewahrung

Wenn Sie das Gerat eine Weile nicht benutzen, stecken Sie es aus. Trocken und kindersicher
aufbewahren.

Folgen Sie den Aufbewahrungshinweisen im Kapitel , Technische Angaben”

10. Entsorgung
Aus Umweltschutzgriinden entsorgen Sie das Gerat nach Ende seiner Lebensdauer

NICHT im Hausmiill. Bringen Sie es zu einer geeigneten Sammelstelle oder

Recyclingstelle. Entsorgen Sie das Gerat in E Ubereinstimmung mit der EU Richtlinie WEEE. Bei
Fragen wenden Sie sich bitte an die verantwortliche Stelle in lhrer Stadt/Gemeinde.

11. Technische Storungen

Problem Moglicher Grund Losung
Licht geht Ein/Aus- Schalter ist ausgeschaltet Ein/Aus-Schalter anmachen
nichtan
Kein Strom Netzkabel richtig einstecken
Kein Strom Netzkabel ist defekt. Kontaktieren Sie den

Kundendienst oder den Handler.

LEDs haben das Ende ihrer Lebensdauer Bei Reparaturbedarf kontaktieren Sie den
erreicht. LEDs fehlerhaft Kundendienst oder den Handler.




12. Technische Daten

[Typ WL21 \
Input svbc -
(Stromquelle: Power Bank(5V, 2A); IEC 60601-1 Adapter [minimum 5V, 2A))
MaBe (Breite - Hohe-Tiefe) 200 x 130 x 20.6 mm
Gewicht 340 g (390 g mit USB Kabel)
Licht LED
Helligkeit 10.000 LUX (Entfernung: ca. 11 cm)
Farbtemperatur der LEDs 6.500 kelvin
Wellenlangenbereich 380-780nm
Strahlung Strahlungsabgabe (Infrarot und UV) unter dem fiir Augen und Haut
schadlichen Wert Fotobiologischer Sicherheitsstandard
IEC62471-1:2006
Betriebsbedingungen 0°C bis +35°C, 15 - 90% Luftfeuchtfeuchtigkeit, Luftdruck: 700hPa-1060hPa
Aufbewahrung und Transport -20°C bis +50°C, 15 - 90% Luftfeuchtigkeit, Luftdruck: 700hPa-1060hPa
Erwartete Lebensdauer 2 Jahre (ganzes Gerat und Teile)
Produktklassifizierung Externe Stromversorgung, Schutzklasse Il
Im Lieferumfang enthalten Fototherapiegerat, USB Kabel (USB TYP-C; Nr: LAWL21170),
\ Bedienungsanleitung /

Technische Anderungen vorbehalten

Die Seriennummer befindet sich am Gerat oder im Batteriefach.

Helligkeit: 10.000 Lux (Diese Angabe zur Beleuchtungsstérke dient ausschlieBlich zu

Informationszwecken. In Bezug auf die Norm IEC 60601-2-83 ist diese Lichtquelle als freie Gruppe

klassifiziert).

Sicherheit und Konformitat

Dieses Gerat entspricht den Vorschriften der EU Richtlinien 93/42/EEC und
2007/47/EC fiir medizinische Gerate und dem Gesetz fiir Medizinische Gerate.



Elektromagnetische Vertraglichkeit

Dieses Gerat entspricht der europaischen Norm EN60601-1-2 und unterliegt bestimmten

Vorkehrungen in Bezug auf elektromagnetische Vertraglichkeit. Beachten Sie: tragbare und mobile

HF-Kommunikationssysteme konnen das Gerat storen. Nahere Informationen auf Anfrage beim
Kundendienst (Adresse hier angegeben oder am Ende der Bedienungsanleitung). auf Anfrage beim
Kundendienst (Adresse hier angegeben oder am Ende der Bedienungsanleitung).

13. Elektromagnetische Vertraglichkeit (EMV) und Erkldrung des Herstellers

13.1 Erklarung - elektromagnetische Emission

-

Informationen und Erkldrung des Herstellers -elektromagnetische Emissionen

as Fototherapiegerat soll nur im unten aufgefiihren elektromagnetischen Umfeld benutzt werden. Vor
Inbetriebnahme bitte tiberprifen.

Emissions- test

Konformitat

Elektromagnetisches Umfeld - Informationen

HF Emission Gruppe 1 Das Fototherapiegerat benutzt HF Energie nur intern. Daher nur

CISPR 11 sehr geringe HF Emission und vermutlich keine Storungen fiir
elektronische Gerate in der Nahe

HF Emission Klasse B Das Fototherapiergerat kann in in privaten Haushalten genutzt

CISPR 11 werden und an Orten mit einer niedrigen Voltzahl, wie sie
normalerweise fiir Wohnhauser benutzt wird

Harmonische Klasse C

Emissionen

LEC 61000-3-2

Spannungsschwankungen Nicht

/ Flimmeremissionen zutreffend

LEC 61000-3-3




13.2 Informationen & Erklarung - elektromagnetische Storfestigkeit

/Informationen & Erklarung - elektromagnetische Storfestigkeit

Das Fototherapiegerat soll nur im unten aufgefiihren elektromagnetischen Umfeld benutzt werden.
Vor Inbetriebnahme bitte liberpriifen.

Storfestigkeitstest

IEC 60601
Test Niveau

Konformitat

Elektromagnetisches
Umfeld - Informationen

Elektrostatische

+6 kV Kontakt

+6 kV Kontakt

FuBbdden sollten aus Holz, Beton

IEC 61000-4-4

Stromversorgungsleitungen
+1 kV fiir Input/Output
Leitungen

Stromversorgungsleitungen

Entladung (ESD) +8 kV Luft +8 kV Luft oder Fliesen sein. Wenn der

LEC 61000-4-2 FuBboden mit einem synthetischen
Material bedeckt ist, sollte die
Luftfeuchtigkeit mindestens 30%
betragen.

Schnelle Stérgrofien | *2kV fiir +2kV for NetzanschluBl muss Geschafts-oder

Krankenhausqualitat haben

Plotzlicher Anstieg
LEC 61000-4-5

+1 kV Leitung zu Leitung
+2 kV Leitung zu
Erdungsleitung

+2 kV Leitung zu
Erdungsleitung

NetzanschluBB muss Geschafts-oder
Krankenhausqualitat haben

Netzspannungssch
wankungen, kurze
Aussetzer und
Spannungsschwank
ungen bei
Stromzufuhrleitung
en (Input)

IEC 61000-4-11.

<5 % UT (>95% Riickgang
in UT.) fiir 0.5 Zyklen

40 % UT (60% Riickgang
in UT) fiir 5 Zyklen

70% UT (30% Riickgang
in UT) fiir 25 Zyklen

<5% UT (>95 % dip

in UT) fiir 5 Sek

<5 % UT (>95% Riickgang
in UT.) for 0.5 Zyklen

40 % UT (60% Riickgang
in UT) for 5 Zyklen

70% UT (30% Riickgang
in UT) for 25 Zyklen <5%
UT(>95 % Riickgang

in UT) fiir 5 Sek

Netzanschlufl muss Geschafts-oder
Krankenhausqualitat haben.

Fiir sichergestellten Betrieb
wahrend eines Stromausfalls Gerat
bitte an eine unterbrechungsfreie
Stromquelle oder Batterie
anschliefien.

Netzfrequenz (50/60
Hz) Magnetfeld
LEC 61000-4-8

3A/m

Nicht zutreffend

Nicht zutreffend

\HINWEIS UT is the Netzspannung prior vor der Anwendung des Testniveaus




13.3 Informationen und Erklarung - elektromagnetische Storfahigkeit bei leitungsgebundenen bzw.

gestrahlten HF-Feldern

/Das Fototherapiegerét soll nur im unten aufgefiihren elektromagnetischen Umfeld benutzt werden.
Vor Inbetriebnahme bitte tiberpriifen.

\

IEC 60601 Testlevel Konformitétslevel Elektromagnetisches Umfeld - Informationen

Halten Sie die empfohlene Entfernung (auf der Frequenz des
Transmitters) zwischen Fototherapiegerat und tragbaren und
mobilen HF-Geréten ein

Empfohlene Entfernung

3Vrms 150 kHz 3v 3V
bis 80 MHz

d=1.2xP"2 80 MHz bis 800 MHz
3V/m 80 MHz 3V/m d=2.3xP"2 800 MHz bis 2.5 GHz
to 2.5 GHz

P= Outputleistung in Watt (Héchstwert)

d= empfohlene Entfernung in Meter (m)
Feldstarken von festen HF-Sendern (nach einer
elektromagnetischen Messung) sollten unter dem
Konformitatslevel auf jeder Frequenzstufe liegen.

Storungen konnen in der Nahe von Geraten mit diesem Symbol
auftreten:

@)

HINWEIS 1: bei 80 MHz bis 800MHz gilt die niedrigere Frequenz
HINWEIS 2: Diese Informationen treffen nicht in allen Situationen zu. Elektromagnetische Wellenausbreitung wird durch
Aufnahme und Abgabe von Gebauden, Dingen und Leuten beeinflufit.

a) Feldstérken von festen HF-Sendern (Basisstationen fiir Funktelefone (Handys und schnurlose), , mobile Funkgerate,
Amateurfunk, Radiostationen und Fernsehsender) kénnen nicht mit Sicherheit bestimmt werden.

Um das elektromagnetische Umfeld in der Nahe von festen HF-Sendern zu bestimmen, muss eine elektromagetische
Priifung durchgefiihrt werden.

Falls die gemessene Feldstarke am Einsatzsort des Fototherapiegerates liber dem zutreffenden HF-Konformitatslevel
liegt, bitte das Fototherapiegerat beim Gebrauch beaufsichtigen, um sicherzustellen, dass es normal funktioniert. Bei

Fehlfunktionen kénnen zusétzliche MaBnahmen (Neuausrichtung oder Umstellen des Geréates) erforderlich sein.

b) Im Frequenzbereich 150 kHz bis 80 MHz sollten die Feldstarken weniger als 3V/m betragen.




13.4 Empfohlene Entfernung zwischen tragbharen und mobilen HF Kommunikationsgeraten und dem
Fototherapiegerat

-

Empfohlene Entfernung zwischen tragbaren und mobilen HF Kommunikationsgeraten und dem Fototherapiegera

)

Das Fototherapiegerat soll in einem elektromagnetischen Umfeld benutzt werden, in dem Stérungen durch
abgestrahlte HF-Energie auf ein Minimum beschrankt werden.

Der Benutzer kann elektromagnetische Storungen durch Einhaltung des unten aufgefiihrten Mindestabstands
zwischen tragbaren und mobilen HF Kommunikationsgeradten und dem Fototherapiegerat vermeiden. Die
Mindestentfernung ergibt sich aus der Hochstleistung des Kommunikationsgerates.

Entfernung nach Frequenz des Transmitters m

Maximal Output des

Transmitters (W) 150kHz bis 80MHz bis 800MHz bis
80MHz d=1.2xP'? 800MHz d=1.2xP"?2 2,5GHz d=2.3xP'?

0,01 0,12 0,12 0,23

0,1 0,38 0,38 0,73

1 1.2 1.2 2.3

10 3.8 3.8 7.3

100 12 12 23

Transmitter mit einer hoheren Leistung als hier aufgefiihrt: empfohlene Entfernung (d) in Metern (m) kann
anhand der Frequenz ermittelt werden, wobei P die maximale Outputleistung des Transmitters in Watt (w) ist (laut
Herstellerinformation)

HINWEIS 1: bei 80 MHz bis 800MHz gilt die niedrigere Frequenz

HINWEIS 2: Diese Informationen konnen sich je nach Situation andern. Elektromagnetische Wellenausbreitung
wird durch Aufnahme und Abgabe von Geb&uden, Dingen und Leuten beeinfluf3t.

.

J

13.5 Elektromagnetische Felder (EMF)

Dieses Gerét erfiillt alle Normen beziiglich elektromagnetischer Felder (EMF). Bei sachgeméaBer
Benutzung wie in dieser Bedienungsanleitung dargelegt ist dieses Gerat sicher in der Anwendung
(basierend auf dem gegenwartigen wissenschaftlichen Erkenntnisstand).



14. Garantiebedingungen

Die Garantie gilt nicht

(1) bei Missbeachten der obigen Anweisungen

(2) bei Abanderung des Gerates

(3) bei unsachgemaBer und rauer Behandlung des Gerates, oder bei anderweitiger Beschadigung des
Gerates

(4) bei Schaden, die durch eine fehlerhafte Stromversorgung entstanden sind.

Unsere Produkte werden in Design und Funktion standig weiter entwickelt. Daher behalten wir uns
Anderungen am Produkt ohne vorherige Ankiindigung vor.

15. Weitere Fragen

Bei weiteren Fragen, die nicht in der Bedienungsanleitung behandelt werden, wenden Sie sich bitte an
uns.

Bei technischen Problemen, etwaigen Reparaturen, Fragen betreffs Zubehor und Ersatzteilen wenden
Sie sich ebenfalls unter der angegebenen Adresse an uns.

16. Hersteller
Taishan Anson Electrical Appliances Co., Ltd.
M Dragon Mountain Industrial Estate, DuanFen,
Taishan City, 529245 Guangdong, P.R.China
Tel: 0750-5366888
Fax: 0750-5366388
E-mail: infots(@anson.com.cn

17. Bevollmachtigter in der EU

designedé4inspiration GmbH

ECIREP Feldgasse 34

A-7072 Morbisch am See

Fiir Druckfehler iibernehmen wir keine Haftung.
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